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tions are affixed. When necessary to prevent floating, containers shall
be securely anchored or weighted.
(e) Underground containers shall be set on a firm foundation (firm
earth may be used) and surrounded with soft earth or sand well tamped
in place. As a further means of resisting corrosion, the container, prior
to being placed underground, shall be given a protective coating satisfac-
tory to the inspection department having jurisdiction. Such protective
coating shall be equivalent to hot dip galvanizing, or to two preliminary
coatings of red lead followed by a heavy coating of coal tar or asphalt,
and the container thus coated shall be so lowered into place as to pre-
vent abrasion or other damage to the coating.
(f) Containers with foundations attached (portable or semi-portable
containers with suitable steel "runners" or "skids" and popularly known
ini the industry as "skid tanks") shall be designed, installed and used in
accordance with these rules subject to the following exceptions and ad-
ditions: See Sec. 3.17(a).
1. If they are to be used at a given general location for a temporary
period not to exceed 180 days they need not have fire-resisting foun-
dations or saddles but shall have adequate ferrous metal supports.
2. They shall not be located with the outside bottom of the container
shell more titan 5 ft. above the surface of the ground unless fire-resisting
supports are provided.
3. The bottom of the skids shall not be less than 2 inches or more
than 12 inches below the outside bottom of the container shell.
4. Flanges, nozzles, valves, fittings and the like, having communica-
tion with the interior of the container shall be protected against me-
chanical injury.
NoTx: It is recommended that such containers should have outlets only in the headu.
5. When connected to piping, and not permanently located on fire-
resisting foundations, such connections shall be sufficiently flexible to
minimize possibility of breakage or leakage of connections if container
settles, moves, or is otherwise displaced.
6. Skids, or lugs for attachment of skids, shall be secured to con-
tainer in accordance with the code or rules under which the container
is designed and built (with a minimum factor of safety of four) to with-
stand loading in any direction equal to four times the weight of the
container and attachments when filled to the maximum permissible
loaded weight.
(g) Field welding where necessary shall be made only on saddle plates
or brackets which were applied by manufacturer of tank.
2.7. Dikes and Embankments.
(a) When, in the opinion of the inspection department having jurisdic-
tion, owing to the slope of the ground or other local conditions, above-
ground containers are liable in case of rupture or overflow to endanger
adjacent property, each container shall be surrounded by a dike of such
capacity as may be considered necessary to meet the needs of the sltua-


